Karta produktu: Hose reel without hose. Capacity: 50 m
3/8" 25C-400 bar hose - In. 3/8" F - Out. 3/8" M LVErvao

product code: BGLD4H3850ST

Medium Woda 150°
Cisnienie [bar] 400
Srednica wlotu 3/8"F
Srednica wylotu 3/8"M
Waga [kgl 49
Warianty produktu
Index Price

Hose reel without hose. Capacity: 50 m 3/8" 2SC-400 bar hose - In. 3/8" F
- Out. 3/8" M
BGLD4H3850ST

Product prices will become visible after
signing in.

Product description

Automatyczne zwijadlo do weza seria "BGL/BGLD" - BGLD4H3850ST
(model bez weza w zestawie)

Zwijadta wezy serii BGL/BGLD przeznaczone sg do rozprowadzania mediéw takich, jak olej napedowy, olej, powietrze,
woda o réznych parametrach temperatury i ciSnienia.

Konstrukcja zwijadta:

e \Wykonane jest z galwanizowanej na gorgco odlewanej stali,
e Pokryte elektrostatycznym proszkiem poliestrowym odpornym na dziatanie promieni UV,
e Elementy pozostajgce w kontakcie z medium obrébce podwyzszajgcej ich odpornosé na korozje,

Otwarta budowa umozliwia fatwy montaz i wymiane weza oraz pozwala na kontrole zwijania weza.
Modele z wezem dostarczane sa z elastycznym przewodem podifgczeniowym do instalacji.

Zwijadto wyposazone jest w pojedyncza, ktéra automatycznie zwija waz oraz blokade umozliwiajgcg blokowanie weza po
wyciagnieciu na zadang dlugos¢. Prowadnica weza moze by¢ zablokowana w trzech pozycjach zaleznie od potozenia
zwijadfa.

OPCJA: obrotowa ptyta montazowa.
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