Karta produktu: Hose reel with hose 1/4" EN 853 2SN
length 15 m - In. 1/4" F - Out. 1/4" M “VErvo

product code: MC4G1415

Measured medium Grease
Cisnienie [bar] 400
Srednica wlotu 1/4"F
Srednica wylotu 1/4"M
Hose diam. 1/4"
Dtugos¢ weza [m] 15
Hose material 2SN Rubber
Weight [kgl 20

Warianty produktu

Index Price

Hose reel with hose 1/4" EN 853 2SN length 15 m - In. 1/4" F - Out.
1/4" M
MC4G1415

Product prices will become visible after signing
in.

Product description

Automatyczne zwijadio do weza seria "MC" - MC4G1415 (waz EN 853
2SN w zestawie)

Zwijadfa wezy serii MC przeznaczone sa do rozprowadzania mediéw o kilku wartosciach temperatury i ci$nienia. Linia MC
obejmuje modele o réznych przekrojach i diugosciach wezy. Na zyczenie dostepne sa modele wyposazone w weze
specjalne.

Konstrukcja zwijadta:

e \Wykonane jest z galwanizowanej na gorgco i odlewanej stali,
e Pokryte elektrostatycznym proszkiem poliestrowym odpornym na dziatanie promieni UV,
e Elementy pozostajagce w kontakcie z medium obrébce podwyzszajgcej ich odpornosé na korozje.

Mocowanie umozliwia umieszczenie zwijadta na $cianie, suficie lub podiodze.

OPCJE: elastyczny przewdd podtaczeniowy do instalacji; obrotowa ptyta montazowa,
dodatkowe mocowanie skracajace czas montazu zwijadta.
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