
Karta produktu: Hose reel without hose. Capacity: 15 m
20 mm OD hose - In. 1/2" M - Out. 1/2" M

product code: AX601215ST

Measured medium Air/Water/Oil

Ciśnienie [bar] 60

Średnica wlotu 1/2"M

Średnica wylotu 1/2"M

Weight [kg] 15,5

Warianty produktu

Index Price

Hose reel without hose. Capacity: 15 m 20 mm OD hose - In. 1/2" M -
Out. 1/2" M
AX601215ST

Product prices will become visible after
signing in.

Product description

Automatyczne zwijadło serii "AX" - AX601215ST (brak węża w
zestawie)
Zwijadła węży serii ALX przeznaczone są do czyszczenia gorącą pod niskim i wysokim ciśnieniem.

Konstrukcja zwijadła:

Wykonane ze stali nierdzewnej AISI 304,
Idealne do pracy w środowiskach żrących, szczególnie w przemyśle: spożywczym w miejscach takich jak duże
kuchnie, rzeźnie, mleczarnie, chemicznym, farmaceutycznym, na basenach,
Bęben obraca się na łożyskach zmniejszających tarcie i podwyższających funkcjonalność,
Możliwość blokowania prowadnicy węża w dwóch różnych położeniach.

Zwijadło wyposażone jest w podwójną sprężynę, która automatycznie zwija wąż oraz blokadę umożliwiającą blokowanie
węża po wyciagnięciu na żądaną odległość.

Opcja: elastyczny przewód podłączający do instalacji, obrotowa podstawa, prowadnica o
4 rolkach.
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