
Karta produktu: Hose reel without hose. Capacity: 25 m
17 mm OD hose or 20 m 20 mm OD hose - In. 1/2"
M - Out. 1/2" M hose tail - stainless steel shaft &
swivel

product code: VGLX601225STMX

Measured medium Diesel fuel/Water

Ciśnienie [bar] 60

Średnica wlotu 1/2"M

Średnica wylotu 1/2"M

Weight [kg] 21,5

Warianty produktu

Index Price

Hose reel without hose. Capacity: 25 m 17 mm OD hose or 20 m 20 mm OD hose - In.
1/2" M - Out. 1/2" M hose tail - stainless steel shaft & swivel
VGLX601225STMX

Product prices will become
visible after signing in.

Product description

Automatyczne zwijadło serii "VGLX" - VGLX601225STMX (brak węża
w zestawie)
Zwijadła węży serii VGLX przeznaczone są do czyszczenia gorącą i detergentami za pomocą węży elastycznych.

Konstrukcja zwijadła

Zwijadło jest wykonane ze stali nierdzewnej AISI 304, które jest idealne do pracy w środowiskach żrących, szczególnie w
warunkach charakterystycznych dla przemysłu:

Spożywczego - w miejscach takich jak duże kuchnie, rzeźnie, mleczarnie,
Chemicznego,
Farmaceutycznego,
Baseny,

Charakterystyka zwijadła

Otwarta konstrukcja ułatwia montaż i wymianę węża,
Możliwość blokowania prowadnicy węża w trzech pozycjach,
Ochronne panele boczne.

Zwijadło posiada sprężynę, która automatycznie zwija wąż. Dodatkowo wyposażona blokada umożliwia blokowanie węża
po wyciagnięciu na żądaną odległość.
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