Karta produktu: Hose reel without hose. Capacity: 15 m
20 mm OD hose - In. 3/8" F - Out. 3/8" M WVErvo

product code: VX4H3815ST

Measured medium Water 150°
Cisnienie [bar] 400
Srednica wlotu 3/8"F
Srednica wylotu 3/8"M
Weight [kgl 14,5
Warianty produktu
Index Price

Hose reel without hose. Capacity: 15 m 20 mm OD hose - In. 3/8" F -
Out. 3/8" M
VX4H3815ST

Product prices will become visible after
signing in.

Product description

Automatyczne zwijadto do weza serii "VX" ze stali nierdzewnej -
VX4H3815ST (brak weza w zestawie)

Zwijadta wezy serii VX przeznaczone s do czyszczenia gorgca wodg pod niskim i wysokim cisnieniem.

Konstrukcja zwijadta

Wykonane ze stali nierdzewnej AISI 304,

Idealne do pracy w S$rodowiskach zracych, szczegdlnie w przemysle spozywczym - w miejscach takich, jak duze
kuchnie, rzeznie, mleczarnie; w przemysle chemicznym, farmaceutycznym oraz na basenach,

e Otwarta konstrukcja utatwia montaz i wymiane weza,

e Mozliwo$¢ mocowania w trzech pozycjach.

Zwijadio wyposazone jest w sprezyne, ktéra automatycznie zwija waz oraz blokade umozliwiajaca blokowanie weza po
wyciagnieciu na zadana odlegtos¢.

Opcja: boczne panele ochronne, elastyczny przewdd podtaczajacy do instalacji,
obrotowa podstawa, prowadnica o 4 rolkach.
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